
Available in a wide range of sizes, weights, lengths and grades with any combination of connections.

a. Diameters  - 1.05” to 20”

b. Weights  - All weights catered for.

c. Lengths  - Any length.

d. Grades  - H-40, J-55, K-55, N-80, M-65, L-80, C-90, C-95, T-95, P-110, Q-125

e. Connections - Any combination of Standard or Premium connections.

NOTE:  Premium connections are sub-contracted to authorised contractors.

THREADING:  ACT is a Threader of all items in Group 1, 2, 3 & 4 of API 5CT.

LINE PIPE COUPLINGS

a. Nom. Size  - 1/8” to 12”

b. Dimensions  - Confirm to Dimensions & Tolerances as per API 5L, latest edition.

c. Threading  - Couplings Threads, Gauging Practice and Thread Inspection shall confirm to API 5B.

d. Weights  - Couplings are applicable to either standard weight or extra strong type.

e. Marking  -Couplings manufactured in conformance with API-5L will be marked as per API-5 spec. 

Custom  marking can also be provided on request.

f. Material  - API-5L material.

THREADING: ACT is a Threader of all type of LINE PIPES and accessories as defined in the specs API-5L. It caters 

for Pipes from 1/8” to 12”

ORDERING INSTRUCTIONS

To order Casings, Tubings, Line Pipes, Pup Joints, Coupling's and Crossover's, please specify :

Nominal ID & OD, Lengths, Wall Thickness, P. P. F, Grade, Connection types, Special requirements etc. 

NOTE:  Standard product marking follow API 5CT/5L specs. Custom marking can also be provided on request.

Tubulars, Drilling & Workover Tools, Cementing Equipment

CROSSOVER / CONNECTORS
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